EXISTING FEATURES LEGEND

NOTE: NOT ALL ITEMS SHOWN IN LEGEND MAY NECESSARILY APPEAR ON THIS PLAN
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GENERAL NOTES:

1. THIS PLAN REFERENCES:
A DRAWING ENTITLED: "BOUNDARY & TOPOGRAPHIC SURVEY”
PREPARED BY WILKINSON & ASSOCIATES, INC.
PROJECT NO. 2006246
DATED 09/07/2006

2. EQUITABLE OWNER/APPLICANT:
MICHAEL DIPPOLITO
PO BOX 153
BRIDGEPORT, PA 19405-0153

3. TAX MAP REFERENCES:

PROPERTY KNOWN AS PARCEL 58-0071-071 ON THE OFFICIAL TAX MAPS OF MONTGOMERY COUNTY, UPPER

MERION TOWNSHIP, COMMONWEALTH OF PENNSYLVANIA
TOTAL SITE AREA = 78,714 SF OR 1.807 AC (NET TO R.O.W.)
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PROP. TYPE M INLET 3

4. (TBR) INDICATES ITEM TO BE REMOVED. ALL OTHER ITEMS TO REMAIN UNLESS OTHERWISE NOTED.
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THE DEMOLITION PLAN IS PREPARED FOR DEMOLITION PURPOSES ONLY AND IS NOT INTENDED FOR UTILIZATION AS
A ZONING AND/OR CONSTRUCTION DOCUMENT.

LOCATION OF ALL UTILITES ARE APPROXIMATE AND BASED ON INFORMATION PROVIDED BY THE RESPECTIVE UTILITY
COMPANIES.

CONTRACTOR MUST ADHERE TO ALL SAFETY REGULATIONS GIVEN BY O.S.H.A., OWNER, AND THE LOCAL AND STATE
AUTHORITIES.

ALL UTILITIES AND STRUCTURES WITHIN PUBLIC RIGHTS—OF—WAY SHALL REMAIN UNLESS OTHERWISE NOTED.
ANY UTILITIES DAMAGED DURING DEMOLITION AND CONSTRUCTION SHALL BE REPAIRED AND/OR REPLACED IN KIND

BY THE CONTRACTOR AT HIS OWN EXPENSE. UTILITY REMOVAL, ABANDONMENT, AND/OR RELOCATION SHALL BE IN
ACCORDANCE WITH REQUIREMENTS FROM THE RELEVANT UTILITY COMPANY.

THE FOLLOWING COMPANIES WERE NOTIFIED BY THE PENNSYLVANIA ONE CALL SYSTEM (1-800-242-1776) AND
REQUESTED TO MARK OUT UNDERGROUND FACILITIES AFFECTING AND AND SERVICING THIS SITE. THE

UNDERGROUND UTILITY INFORMATION SHOWN HEREON IS BASED UPON THE UTILITY COMPANIES RESPONSE TO THIS

REQUEST. SERIAL NUMBER(S): 1980908

5.  PROPOSED BUILDING AND DRIVEWAY SIZES & LOCATIONS ARE FOR GRAPHICAL REPRESENTATION ONLY. ACTUAL

CONSTRUCTED LOCATIONS MAY VARY SLIGHTLY.

6.  ZONING DATA:
ZONED: HI — HEAVY INDUSTRIAL
EXISTING/PROPOSED USE: INDUSTRIAL ACREAGE, MULCH YARD

7. PARKING CALCULATION
AREA OF STORAGE 23,232.75 SF
1 SPACE/2500 SF OF STORAGE
SPACES REQUIRED— 9
SPACES PROVIDED- 9

8. THE PROPERTY OWNER SHALL BE RESPONSIBLE FOR THE PERPETUAL MAINTENANCE OF THE PERMANENT
STORMWATER MANAGEMENT FACILITIES. NO CHANGES SHALL BE MADE TO THE STORMWATER MANAGEMENT
FACILITIES OR FINISH GRADING WITHOUT PRIOR WRITTEN APPROVAL FROM THE TOWNSHIP. A BLANKET EASEMENT

HEREBY GRANTED GIVING THE TOWNSHIP THE RIGHT, BUT NOT THE OBLIGATION, TO ENTER THE

s 23.

PROPERTY TO PERFORM

ANY REQUIRED MAINTENANCE WHICH HAS NOT BEEN PROPERLY PERFORMED IN A TIMELY MANNER. THE PROPERTY
IS PERFORMED BY THE TOWNSHIP.

OWNER SHALL BE RESPONSIBLE FOR THE COST OF ANY MAINTENANCE WHICH
THE TOWNSHIP SHALL LIEN THE PROPERTY FOR SAID COSTS UNTIL THE TOWNSHIP

9. NO SUMP PUMPS ARE PROPQOSED.

10. ALL STORM PIPES SHALL BE INSPECTED ONCE A YEAR AND AFTER EACH STORM EVENT GREATER THAN 100
YEARS TO ENSURE NONE OF THE ORIFICES ARE CLOGGED. THE BASIN SHALL BE FLUSHED EVERY 2 YEARS TO
PREVENT THE BUILD UP OF DEBRIS AND SEDIMENT. THIS SEDIMENT SHALL BE DISPOSED OF AT APPROVED

SITE.

HAS BEEN REIMBURSED IN FULL.

11. BY NOTATION ON THIS PLAN, THE AREA BETWEEN THE TITLE LINE AND ULTIMATE RIGHT—OF—-WAY IS OFFERED FOR
DEDICATION TO UPPER MERION TOWNSHIP AT THE TIME OF FINAL PLAN APPROVAL/RECORDING.

12. NO ENVIRONMENTAL CONCERNS SUCH AS WATERCOURSES, WETLANDS, HAZARDOUS ISSUES OR HAZARDOUS
CONTAMINATES WERE INVESTIGATED OR LOCATED AS PART OF THE SURVEY, NOR ARE THEY SHOWN ON THE SURVEY

MAP.
13. THE SURVEY WAS DONE WITHOUT THE BENEFIT OF A TITLE SEARCH.

14. ALL DEMOLITION TO BE PERFORMED BY A QUALIFIED, LICENSED CONTRACTOR IN ACCORDANCE WITH ALL APPLICABLE
TOWNSHIP, STATE & FEDERAL CODES AND REGULATIONS. ALL DEBRIS TO BE REMOVED FROM SITE AND DISPOSED
OF IN ACCORDANCE WITH ALL APPLICABLE TOWNSHIP, STATE, & FEDERAL REGULATIONS.

15. THIS PLAN IS NOT INTENDED TO DEPICT ALL FACETS AND ITEMS TO BE ADDRESSED DURING THE COURSE OF
DEMOLITION ACTIVITIES. THIS PLAN IS INTENDED TO REPRESENT ONLY THE READILY VISIBLE, EXISTING

IMPROVEMENTS ON SITE. CONTRACTOR SHALL FAMILIARIZE HIMSELF WITH THE SITE CONDITIONS PRIOR TO
BID AND PROVIDE ALL NECESSARY DEMOLITION SERVICES REQUIRED TO COMPLETE THE SCOPE OF
ON THESE DRAWINGS. UPON INITIATION OF DEMOLITION, CONTRACTOR SHALL ADVISE IMMEDIATELY

ARISE IN THE FIELD.

FINALIZING HIS
WORK OUTLINED
SHOULD CONFLICTS

16. ALL UTILITIES SHALL BE DISCONNECTED, ABANDONED AND/OR REMOVED IN ACCORDANCE WITH ALL APPLICABLE

TOWNSHIP, STATE & FEDERAL REGULATIONS.

UTILITY COMPANY

MCI WORLDCOM

PHILADELPHIA SUBURBAN WATER COMPANY
PECO ENERGY

PENNSYLVANIA AMERICAN WATER COMPANY
SUN PIPE LINE COMPANY

UPPER MERION TOWNSHIP

AT&T LOCAL SERVICES

AT&T

CIBA SPECIALTY CHEMICALS CORP.
METROMEDIA FIBER NETWORK SERVICES
VERIZON PENNSYLVANIA, INC.

XO COMMUNICATIONS, INC.

QWEST COMMUNICATIONS

CONECTIV. COMMUNICATIONS, INC.
ONFIBER COMMUNICATIONS, INC.

ROOF DRAINS ARE TO BE RELEASED ON GRADE.

GRADING NOTES

1)

2)

3)

4)

5)

7))

8.)

9.)

10.)
11.)

SITE GRADING SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR REMOVING AND REPLACING ALL SOFT, YIELDING OR UNSUITABLE MATERIALS AND
REPLACING WITH SUITABLE MATERIALS AS SPECIFIED IN THE SOILS REPORT. ALL EXCAVATED OR FILLED AREAS
SHALL BE COMPACTED TO 95% OF MODIFIED PROCTOR MAXIMUM DENSITY PER A.S.T.M. TEST D—1557. MOISTURE
CONTENT AT TIME OF PLACEMENT SHALL BE NO MORE THAN 2% ABOVE NOR 3% BELOW OPTIMUM. CONTRACTOR
SHALL SUBMIT A COMPACTION REPORT PREPARED BY A QUALIFIED SOILS ENGINEER, REGISTERED WITHIN THE STATE
WHERE THE WORK IS PERFORMED, VERIFYING THAT ALL FILLED AREAS AND SUBGRADE AREAS WITHIN THE BUILDING
PAD AREA AND AREAS TO BE PAVED HAVE BEEN COMPACTED IN ACCORDANCE WITH THESE PLANS AND SPECS.

CONTRACTOR IS RESPONSIBLE FOR VERIFICATION OF EXISTING TOPOGRAPHIC INFORMATION AND UTILITY INVERT
ELEVATIONS PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION. CONTRACTOR TO ENSURE 0.75 MIN. SLOPE AGAINST
ALL CURBS, ISLANDS AND GUTTERS, AND 1.0% MIN. ON ASPHALT, TO PREVENT PONDING. ANY DISCREPANCIES THAT
MAY AFFECT THE PUBLIC SAFETY OR PROJECT COST, MUST BE IDENTIFIED TO THE ENGINEER IN WRITING
IMMEDIATELY. PROCEEDING WITH CONSTRUCTION WITH DESIGN DISCREPANCIES IS DONE SO AT THE CONTRACTOR’S
OWN RISK.

PROPOSED TOP OF CURB ELEVATIONS ARE GENERALLY 6" ABOVE EXISTING LOCAL ASPHALT GRADE. FIELD GRADE TO
CREATE A MIN. OF 0.75% GRADE ALONG CURB FACE. ENGINEER TO APPROVE FINAL CURBING CUT SHEETS PRIOR
TO INSTALLATION.

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY UTILITY "ONE—CALL” NUMBER 72 HOURS PRIOR TO ANY
EXCAVATION ON THIS SITE. CONTRACTOR SHALL ALSO NOTIFY LOCAL WATER & SEWER DEPARTMENTS TO MARK OUT
THEIR UTILITIES.

SUBBASE MATERIAL FOR SIDEWALKS, CURB, OR ASPHALT SHALL BE FREE OF ORGANICS AND OTHER UNSUITABLE
MATERIALS. SHOULD SUBBASE BE DEEMED UNSUITABLE, SUBBASE IS TO BE REMOVED AND FILLED WITH APPROVED
FILL MATERIAL COMPACTED TO 95% OPTIMUM DENSITY (AS DETERMINED BY MODIFIED PROCTOR METHOD).

BICYCLE SAFE GRATES SHALL BE INSTALLED ON INLETS IN PAVED AREAS.

ALL STORM WATER AND ROADWAY MATERIALS AND RELATED SITE CONSTRUCTION SHALL BE IN ACCORDANCE WITH
TOWNSHIP STANDARDS AND SPECIFICATIONS AND PENNDOT PUBLICATION 408 AND ARE SUBJECT TO INSPECTION BY
THE TOWNSHIP ENGINEER.

ALL DISTURBED AREAS, OTHER THAN PROPOSED PAVED AREAS, SHALL BE STABILIZED WITH TOPSOIL TO A DEPTH OF
FOUR (4) TO SIX (6) INCHES. THE TOPSOIL SHALL BE FREE OF ALL DEBRIS, ROOTS AND OTHER OBJECTS THAT
MIGHT INTERFERE WITH PROPOSED PLANTING, FERTILIZING, OR MAINTENANCE OPERATIONS.

SEE PROFILES SHEET(S) FOR STORM AND SANITARY SEWER PROFILES.
ALL PROPOSED SPOT ELEVATIONS ARE EITHER BOTTOM OF CURB OR FINISHED GROUND UNLESS OTHERWISE NOTED.

THE RETENTION/DETENTION BASINS AND STORMWATER FACILITIES (AS SHOWN ON THIS PLAN) ARE A BASIC AND
PERPETUAL PLAN OF THE STORM DRAINAGE SYSTEM OF THE UPPER MERION TOWNSHIP, AND AS SUCH ARE TO BE
PROTECTED AND PRESERVED, IN ACCORDANCE WITH THE APPROVED FINAL PLAN BY THE OWNER(S) ON WHOSE LAND
THE STRUCTURE(S) IS(ARE) LOCATED. THE TOWNSHIP AND/OR ITS AGENTS RESERVES THE RIGHT AND PRIVILEGE TO
ENTER UPON SUCH LANDS FROM TIME TO TIME FOR THE PURPOSE OF INSPECTION OF SAID RETENTION/DETENTION
BASIN(S) IN ORDER TO DETERMINE THAT THE STRUCTURAL AND DESIGN INTEGRITY ARE BEING MAINTAINED BY THE
OWNER(S). IN THE EVENT THAT MAINTENANCE AND STRUCTURAL INTEGRITY ARE NOT MAINTAINED BY THE OWNER AS
REQUIRED BY THE, TOWNSHIP, THE OWNER HEREBY GRANTS TO THE TOWNSHIP THE RIGHT TO ENTER UPON SUCH
PROPERTY AND TO PERFORM ANY AND ALL IMPROVEMENTS, REVISIONS OR MAINTENANCE AS MAY BE DETERMINED
NECESSARY BY THE TOWNSHIP AND TO RECOVER THE COSTS THEREOF FROM THE PROPERTY OWNER BY ALL
LAWFUL MEANS INCLUDING, BUT NOT LIMITED TO, THE IMPOSITION OF A MUNICIPAL LIEN ON THE SUBJECT
PROPERTY.
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UTILITY NOTES

1.) WATER SERVICE MATERIALS SHALL BE D.I.P., DIAMETER SHALL BE AS NOTED ON THESE PLANS AND SHALL BE INSTALLED WITH 48" MINIMUM COVER OR BELOW
FROST LINE WHICH EVER IS GREATER. CONTRACTOR'S PRICE FOR WATER SERVICE SHALL INCLUDE ALL FEES AND APPURTENANCES REQUIRED BY THE UTILITY TO
PROVIDE A COMPLETE WORKING SERVICE.

2.) CONTRACTOR IS RESPONSIBLE FOR VERIFICATION OF EXISTING TOPOGRAPHIC INFORMATION AND UTILITY INVERT ELEVATIONS PRIOR TO COMMENCEMENT OF ANY
CONSTRUCTION. CONTRACTOR TO ENSURE 0.75 MIN. SLOPE AGAINST ALL CURBS, ISLANDS AND GUTTERS, AND 1.0% MIN. ON ASPHALT, TO PREVENT PONDING. ANY
DISCREPANCIES THAT MAY AFFECT THE PUBLIC SAFETY OR PROJECT COST, MUST BE IDENTIFIED TO THE ENGINEER IN WRITING IMMEDIATELY. PROCEEDING WITH
CONSTRUCTION WITH DESIGN DISCREPANCIES IS DONE SO AT THE CONTRACTOR'S OWN RISK.

3.) LOCATION OF ALL EXISTING AND PROPOSED SERVICES ARE APPROXIMATE AND MUST BE CONFIRMED INDEPENDENTLY WITH LOCAL UTILITY COMPANIES PRIOR TO
COMMENCEMENT OF ANY CONSTRUCTION OR EXCAVATION. SANITARY SEWER AND ALL OTHER UTILITY SERVICE CONNECTION POINTS SHALL BE CONFIRMED
INDEPENDENTLY BY THE CONTRACTOR IN FIELD PRIOR TO THE COMMENCEMENT OF CONSTRUCTION. ALL DISCREPANCIES SHALL BE REPORTED IMMEDIATELY IN
WRITING TO THE ENGINEER. CONSTRUCTION SHALL COMMENCE BEGINNING AT THE LOWEST INVERT (POINT OF CONNECTION) AND PROGRESS UP GRADIENT. INTERFACE
POINTS (CROSSINGS) WITH EXISTING UNDERGROUND INSTALLATIONS SHALL BE FIELD VERIFIED BY TEST PIT PRIOR TO COMMENCEMENT OF CONSTRUCTION.

4.) IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO NOTIFY UTILITY "ONE—CALL" NUMBER 72 HOURS PRIOR TO ANY EXCAVATION ON THIS SITE. CONTRACTOR SHALL
ALSO NOTIFY LOCAL WATER & SEWER DEPARTMENTS TO MARK OUT THEIR UTILITIES.

5.) BICYCLE SAFE GRATES SHALL BE INSTALLED ON INLETS IN PAVED AREAS.

6.) ALL MATERIALS USED AND ALL CONSTRUCTION METHODS EMPLOYED SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE STANDARD CONSTRUCTION AND
MATERIAL SPECIFICATIONS FOR SANITARY SEWER EXTENSIONS FOR THE UPPER MERION TOWNSHIP. SHOP DRAWINGS OF ALL MATERIALS TO BE USED IN THE
CONSTRUCTION OF THE SANITARY SEWER SYSTEM MUST BE SUBMITTED. PRIOR TO COMMENCING CONSTRUCTION, ALL MATERIALS SHALL BE INSPECTED BY THE
UPPER MERION TOWNSHIP TO INSURE CONFORMANCE WITH THE APPROVED SHOP DRAWINGS.

7.) ALL MANHOLES NOT LOCATED IN PAVED AREAS MUST BE EQUIPPED WITH WATERTIGHT FRAMES AND COVERS TO PREVENT THE INFLOW OF SURFACE WATERS INTO
THE SANITARY SEWER.

8.) THE FOLLOWING REQUIREMENTS APPLY TO LATERALS WHICH TIE INTO MANHOLES:
A.) THE LATERAL SHALL TIE INTO THE MANHOLE AT THE INVERT
OF THE MANHOLE BASE
B.) A CHANNEL SHALL BE CONSTRUCTED IN THE MANHOLE BASE
FROM THE LATERAL TO THE EFFLUENT LINE.
C.) A 6" OPENING WITH AN "A—LOK” OR APPROVED EQUIVALENT
JOINT SHALL BE PRECAST IN THE MANHOLE BASE.
D.) LATERALS SHALL NOT TIE INTO MANHOLES AT ACUTE ANGLES
TO THE FLOW.

9.) IT IS NOT THE INTENT OF THIS PLAN TO ILLUSTRATE ANY SUBSURFACE CONDITIONS SHOULD THEY EXIST, I.E., BURIED TANKS, SEEPAGE BEDS, ETC.
10.) ANY MANHOLE OR CATCH BASINS SHOWN WITHOUT INVERT ELEVATIONS WERE UNDETERMINED DUE TO INACCESSIBILITY.

11.) ANY INFORMATION APPEARING ON THESE DRAWINGS AS TO THE UNDERGROUND UTILITY LINES OF A USER, SUCH AS A PUBLIC UTILITY THAT ARE SHOWN HEREON.
HAVE BEEN DEVELOPED FROM EXISTING UTILITY RECORDS AND/OR ABOVE—GROUND EXAMINATIONS OF THE SITE. THE LOCATION OF PUBLIC UNDERGROUND UTILITIES
WERE NOT LOCATED SUBSEQUENT TO PA ONE CALL. THE CONTRACTOR, WITHIN THREE DAYS OF THE START OF CONSTRUCTION, SHALL ALSO BE RESPONSIBLE FOR
VERIFYING THE LOCATION OF ALL UNDERGROUND UTILITIES IN ACCORDANCE WITH PA NO. 38 (1-800—242-1776). INFORMATION REGARDING ALL UTILITY COMPANIES
WITH SERVICES IN THE UPPER MERION TOWNSHIP HAS BEEN LISTED HEREON FOR REFERENCE.

12.) ALL STORM WATER AND ROADWAY MATERIALS AND RELATED SITE CONSTRUCTION SHALL BE IN ACCORDANCE WITH TOWNSHIP STANDARDS AND SPECIFICATIONS AND
PENNDOT PUBLICATION 408 AND ARE SUBJECT TO INSPECTION BY THE TOWNSHIP ENGINEER.

13.) ALL DISTURBED AREAS, OTHER THAN PROPOSED PAVED AREAS, SHALL BE STABILIZED WITH TOPSOIL TO A DEPTH OF FOUR (4) TO SIX (6) INCHES. THE TOPSOIL
SHALL BE FREE OF ALL DEBRIS, ROOTS AND OTHER OBJECTS THAT MIGHT INTERFERE WITH PROPOSED PLANTING, FERTILIZING, OR MAINTENANCE OPERATIONS.

14.) SEE PROFILES SHEET(S) FOR STORM AND SANITARY SEWER PROFILES.
15.) ALL ROOF LEADERS SHALL HAVE A MINIMUM 2’ COVER AT THE BUILDING AND SHALL HAVE A 1% MIN. SLOPE.

16.) ALL SANITARY SEWER CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE LATEST TOWNSHIP STANDARDS AND SPECIFICATIONS AND IS SUBJECT TO INSPECTION BY
THE ENGINEER.

17.) THE CONTRACTOR SHALL PROVIDE:
A. A LIST OF THE PROPOSED SUPPLIERS FOR ALL MATERIALS TO BE USED IN CONNECTION WITH THE SEWER.
B. SHOP DRAWINGS OF THE PRECAST MANHOLES, MANHOLE STEPS AND MANHOLE FRAMES AND COVERS TO BE USED.
C. CERTIFICATION FROM THE PIPE MANUFACTURERS THAT THE PIPE MEETS OR EXCEEDS THE REQUIREMENTS OF THE AUTHORITY'S SPECIFICATIONS.

18.) ALL SANITARY SEWER LINES SHALL BE POLYVINYL CHLORIDE PIPE (PVC) EXCEPT AS NOTED AND SHALL BE BEDDED TO MEET MANUFACTURERS SPECIFICATIONS
AND/OR APPROVAL OF THE TOWNSHIP.
19.) CONTRACTOR TO ENSURE THAT ALL SANITARY MAINS AND LATERALS HAVE A MIN. OF 18" VERTICAL CLEARANGE BETWEEN ANY UTILITY THEY CROSS. IF 18" MIN.

CLEARANCE CAN NOT BE OBTAINED CONTRACTOR SHALL ENCASE MAIN OR LATERAL IN CONCRETE A MIN. OF 10 L.F. EACH SIDE OF CROSSING.

20.) UNDERGROUND ROOF LEADER PIPING ORIGINATING FROM DOWNSPOUT LOCATIONS, AS SHOWN ABOVE, SHALL SLOPE FROM THE BUILDING AND DRAIN TOWARDS THE
INLET STRUCTURE OR COLLECTION HEADER AT A MIN. SLOPE OF 1.00%

21) ALL STORM SEWER MAIN PIPING SHALL BE ADS N—12 POLYETHYLENE WITH PROLINK ULTRA JOINTS, OR EQUIVALENT IF APPROVED BY SITE & TOWNSHIP ENGINEER.

22.) ALL STORM SEWER PIPES SHALL HAVE A MINIMUM OF ONE (1) FOOT TO COVER.

23.) ALL POTABLE WATER PIPES SHALL HAVE A MINIMUM COVER OF FOUR (4) FEET. POTABLE WATER AND SANITARY SEWER LINE CROSSING SHALL HAVE A MINIMUM
VERTICAL CLEARANCE OF EIGHTEEN (18) INCHES OR A MINIMUM HORIZONTAL SEPARATION OF TEN (10) FEET. IF THESE CLEARANCES CANNOT BE MET, THE WATER
LINE MUST THEN BE ENCASED IN CONCRETE FOR 10LF ON EACH SIDE OF THE CROSSING. IF THE POTABLE WATER PASSES BENEATH THE SANITARY, NO MATTER
HOW MUCH CLEARANCE, THE POTABLE WATER MUST BE ENCASED IN CONCRETE.

24.) PROPOSED WATER MAIN SIZES SHALL BE AS INDICATED ON THE CONTRACT DRAWINGS.

25.) ALL WATER LINE CONSTRUCTION TO BE COMPLETED IN ACCORDANCE WITH THE TOWNSHIP'S LATEST STANDARDS AND SPECIFICATIONS.

26.) ALL WATER LINE VALVES, FITTING, ETC.. SHALL BE INSTALLED WITH MEGALUG THRUST CONSTRAINTS.

27.) ALL WATER LINES ARE TO BE PRESSURE TESTED TO 150 P.S.. IN SECTIONS BETWEEN VALVES. THE TEST PRESSURE SHALL BE MAINTAINED FOR A PERIOD NOT

LESS THAN 1 HOUR. SHOULD ANY PRESSURE TEST DISCLOSE AN INABILITY TO HOLD THE TEST PRESSURE, THE CONTRACTOR SHALL LOCATE AND CORRECT DEFECTS
AND RETEST TO THE SATISFACTION OF THE OWNER.

) U
WATER MAIN IN
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APPROVED BY THE BOARD OF SUPERVISORS OF UPPER MERION TOWNSHIP ON THE
DAY OF 20
CHAIRMAN:
SECRETARY:

TOWNSHIP ENGINEER

RECORDER OF DEEDS

RECORDED IN THE OFFICE OF THE RECORDER OF DEEDS IN NORRISTOWN,

MONTGOMERY COUNTY, PENNSYLVANIA IN PLAN BOOK NO.__________ PAGE
IIIIIIIIII ON THE DAY OF

20
|/WE HEREBY CERTIFY THAT IS THE

REGISTERED OWNER(S) OF THE LAND HEREIN SUBDIVIDED (OR DEVELOPED), AND
THAT I|/WE DO HEREBY ADOPT THIS PLAN AND DESIRE THE SAME TO BE RECORDED
(OR DEVELOPED).

OWNER

ON THE DAY OF 20
IIIII , BEFORE ME THE SUBSCRIBER, A NOTARY PUBLIC OF THE COMMONWEALTH
OF PENNSYLVANIA, RESIDING IN
PERSONALLY APPEARED KNOWN TO ME
(OR SATISFACTORILY PROVEN TO BE THE PERSON(S) WHOSE NAME(S) IS(ARE)
SUBSCRIBED TO THE FOREGOING PLAN AND ACKNOWLEDGE THAT HE/SHE/THEY
EXECUTED THE FOREGOING PLAN OF
THAT HE/SHE/THEY IS(ARE) THE OWNER(S) OF THE DESIGNATED LAND, THAT ALL
NECESSARY APPROVAL(S) OF THE PLAN HAS(HAVE) BEEN OBTAINED AND IS(ARE)
ENDORSED THEREON, AND THAT HE/SHE/THEY DESIRE(S) THE FOREGOING PLAN TO
BE DULY RECORDED.

MY COMMISSION EXPIRES:

CERTIFICATION OF ACCURACY

| HEREBY CERTIFY THAT THE PLAN SHOWN AND DESCRIBED HEREON, AS WELL AS
ALL DRAWINGS BEARING MY SEAL, ARE TRUE AND CORRECT TO THE ACCURACY
REQUIRED BY THE UPPER MERION TOWNSHIP SUBDIVISION AND LAND DEVELOPMENT
ORDINANCE AND WERE PREPARED BY ME OR UNDER MY DIRECTION AND TO THE
BEST OF MY KNOWLEDGE.

20
1) 2

(1) SIGNATURE OF THE REGISTERED ENGINEER OR REGISTERED SURVEYOR
RESPONSIBLE FOR THE PREPARATION OF THE PLAN.

(2) APPLY SEAL OF THE REGISTERED ENGINEER OR SURVEYOR.

SURVEYORS CERTIFICATION

| HEREBY CERTIFY THAT TO THE BEST OF MY KNOWLEDGE AND BELIEF ON THIS
IIIIIIIIIII DAY OF 20 THIS PLOT AND SURVEY
WAS PERFORMED IN ACCORDANCE WITH THE MINIMUM STANDARDS FOR BOUNDARY
SURVEYS SECTION OF THE MANUAL OF PRACTICE FOR PROFESSIONAL LAND
SURVEYORS IN THE COMMONWEALTH OF PENNSYLVANIA, AS ADOPTED BY THE
PENNSYLVANIA SOCIETY OF LAND SURVEYORS ON JULY 26, 1985, THAT THIS PLAN
REPRESENTS A SURVEY MADE BY ME, THAT ALL MONUMENTS EXIST OR SHALL BE
PLACED OR LOCATED, AND THAT ALL DIMENSIONAL AND GEODETIC DETAILS ARE
CORRECT.

SIGNATURE OF REGISTERED LAND SURVEYOR, PLS

LICENSE NO.

MCPC No.

PROCESSED and REVIEWED. A report has been prepared
by the Montgomery County Planning Commission in
accordance with the Municipalities Planning Code.

Certified this date

For the Director

Montgomery County Planning Commission
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PREPARED BY:

UNIT 25, P.O. BOX 987

VALLEY FORGE, PA 19482
PHONE (610) 415-1220
FAX (610) 415-1224
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